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Standard software for PSC digital pyrometer 
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Features:  
 

 Adjustment of all parameters of the connected pyrometer 

 Recording and illustration of measured value as temperature curve or value table 

 Extremly fast recording of measured temperature (up to 60µs, depends on pyrometer) 

 Adjustable recording rate of measured temperatures 

 Data storage in ASCII- File 

 Recording is external triggerable 

 Temperature zoom function 

 Temperature simulation on analog output of pyrometer 

 Generation of a service and parameter file 

 Adjustable filter features 

 

The comprehensive and powerful 
PSCwin software is included in  
all deliveries of digital pyrometers  
 

Temperature and time stamp 
shown in graphical illustration 

Scroll function for graphic 
illustration 

The versatility and exceptional capabilities of the PSCwin software make it ideal for the recording
and display of temperature measurement values.  With the pyrometer connected to the computer
communication port, PSCwin enables simple adjustment of emissivity, response time, maximum
storage and 0/4-20mA analog output.  It can also make adjustments for the optional video output.
The data is transferred to the computer during the measurement process and the recording interval
can be adjusted as needed.  PSCwin enables ASCII data format store temperature measurement
values to be opened with other programs, i.e. Excel®.  All recorded data can be displayed on the
monitor.
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Adjustments of measured value recordings 

 
 
    
    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Techical data:  

Operating system: Windows XP
®
, Vista

®
, Windows 7

®
   

Supported Com- Ports: 1-99 

Transfer rate: 
1.2kB up to 921kB 

The actual transfer rate depends on the connected pyrometer 

 
 
 
Optional accessories: 

(Depends on digital communication of pyrometer) 

USB to RS232 converter  
USB to RS485 converter (please always use for Metis HighSpeed pyrometer)  

Process Sensors Corp. 
IR Temp Division 

787 Susquehanna Avenue 
Franklin Lakes, NJ  07417 

Tel.: 508-473-9901 
Fax: 508-473-0715 

IRTemp@processsensors.com  
www.processsensorsIR.com 

 

 

Display of value table with marking 
of maximum and minimum value 

 

Temperature simulation of analog output for testing the 
current output and for optimization of connected peripheral 
equipment 

Display of active time 
interval 
 
 
 
Setting of temperature 
measurement filter 
 
Selection of external 
trigger 
 
Software filter for setting 
of the running average 
filter 
 

Selection of time stamp  
 
Selection of graphical 
mode  
 

Selection of recording 
interval 

http://www.processsensorsir.com/

