
Digital pyrometer with Ethernet interface and web server
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Description and Applications

 

 

 

 

Integrated web server

 
 

 
 

 

 
 

 

 
 

 
 

  

 
 

 

 
 

 

 
 

   
  

 
 
 
 
 

  
  

 
 
 
 
 

 

 

 

 

PSC-47LT
Ethernet pyrometers for non-contact temperature measurement

• Intergrated Web server Modbus TCP protocol

• Temperature ranges from - 40 to 1000°C

•  4 to 20 mA linear temperature output

• High resolution fixed optics (FOV 50:1

 

 

 

 

 
 

  

 
 

  

  
  

    
  

 
 
 
 
 

    
  

 
 
 
 
 

  
 

  

 
 

  

  
  

 

• Fast response time of 10 ms

�Y �$�O�O���V�H�Q�V�R�U���S�D�U�D�P�H�W�H�U�V���D�G�M�X�V�W�D�E�O�H���Y�L�D���0�R�Gbus TCP, web page, or PC

• PSC Spot software

• Rugged protective cooling, air purging and mounting accessories

The digital PSC-47LT pyrometers are designed for low-reflective 
surfaces and are suitable for non-contact temperature 
measurements from – 40 to 1000°C (-40 to 1832°F).

The IR sensor provides LED aiming to pinpoint the target size 
under measurement. The LED can be activated remotely via a 
separate 24 VDC sensor input.

The infrared sensor's compact rugged stainless steel housing with 
companion cooling jacket and air purge facilitates operation even
under the most difficult harsh environmental conditions.

The PSC-47LT can measure very small spot sizes from 0.24"
(6mm) with a fast adjustable response time of 10 ms.

The Ethernet communication and 4 to 20 mA linear temperature 
output signals allow for easy implementation into existing 
measurement and control systems.

The pyrometer has a web server. All IR sensor parameters can be 
set via software, Modbus TCP, or a web page.

Typical pyrometer applications are:

•  Composites and plastics
•  Gypsum board
•  Conveyed materials
•  Plastics Paper and packaging industry
•  Glass and ceramics industry
•   Textiles / Fabrics
•   Rubber and plastics
•   Food industry
•   Organic building materials



Technical data

Measuring temperature range 0 °C to 1000 °C

100 300 800 2000 100 300 800

Sub temperature range adjustable within temperature range, minimum span 50 °C

Spectral range 8 µm to 14 µm

Distance ratio approx. 50 : 1

Measurement uncertainty  1 0.6 % of measured value in °C or 1 K 2, 5

Reproducibilty  1 0.3 % of measured value in °C or 0,5 K 2, 5

NETD 3 0.1 K 4  

Response time (t90) 10 ms (min.) 6, adjustable up to 100 s

Emissivity 0.200 to 1.000

Data storage Minimum/maximum value storage

Output ���������W�R���������P�$�����W�H�P�S�H�U�D�W�X�U�H���O�L�Q�H�D�U�����P�D�[�����E�X�U�G�H�Q�������������L��

Interface Ethernet 100 Mbit/s, web server, data protocoll Modbus-TCP

Aiming integrated LED aiming light

Software

Parameters
 

Power supply 24 V DC ± 25 %, residual ripple 500 mV

Power consumption

Operating temperature 0 °C to 70 °C 

Storage temperature –20 °C to 70 °C

Weight approx. 450 g

Dimensions thread M40 × 1.5, length 124 mm

Housing stainless stee housing with plug connectors, link LED

Protection class IP 65 (according to DIN EN 60529 and DIN 40050)

CE symbol according to EU regulations (EN 50 011)

1�����6�S�H�F�L�‚�F�D�W�L�R�Q�V���I�R�U���E�O�D�F�N���E�R�G�\���U�D�G�L�D�W�R�U�����7ambient = 23 °C, t95 = 1 s. 2  Whichever is higher value. 3 Noise equivalent temperature difference. 4 Tambient = 23 °C, ε = 1, t95 = 200 ms, TObjekt = 100 °C. 5 Applies from 100 °C with integrated 
LED pilot light. 6 DT 47L with LED t95 = 150 ms

Datum

Oberfläche

Freimaßtoleranz

Werkstoff

Datei

Bezeichnung

Maßstab

gepr.

entw.

gez.

Name

Zeichnungs-Nr.

DatumName Änder.-Mit. Index

Infrared Systems

Ansicht Serie 47 komplett
Maßzeichnung

08.10.2020

 DR00603.skf

DIN ISO 2768 T1 m

 
 
 

1:1

 DR00603

DF

5

30

110

114

124

Ø
 3

7,
5

M
40

 x
 1

,5

Ø
 3

5

Maßzeichnung

 Scope of Supply

PSC-47LTModel

  

– 40 °C to 1000 °C

N/A

Dimensional drawings in mm

M8D connector
(female/socket)

PSC-47LT
Ethernet pyrometers for non-contact temperature measurement

PSC-47LT, user manual, mounting screw nuts, inspection sheet, PSC Spot for Windows® (without connection cable,
please order separately)

adjustable via PSC Spot software, web server, or Modbus-TCP: emissivity, response time, storage, sub range, 
transmittance, ambient compensation, analog output, pilot light
�D�G�G�L�W�L�R�Q�D�O�O�\���D�G�M�X�V�W�D�E�O�H���Y�L�D���0�R�G�E�X�V���7�&�3�����Q�H�W�Z�R�U�N���F�R�Q�‚�J�X�U�D�W�L�R�Q

PSC Spot for Windows®, optional: PSC Spot Pro

max. 1.5 W (without LED aiming light)

Fixed focus optics (in mm)



Optics types 100, 300, 800 and 2000 (aperture D = 15 mm)

0 50 95 100 200 250 300

Measurement range Target size M [mm]

 15 8.0 1.7 2.0 21 29 38

 13 7.8 3.0 2.5 18 26 34

0 100 270 295 400 500 600

Measurement range Target size M [mm]

 15 11.8 6.3 5.5 13 20 27

 13 11.6 5.7 7.6 16 24 31

0 300 500 600 750 780 1000

Measurement range Target size M [mm]

 15 14.6 14.4 14.2 14.0 14.0 19.0

 15 14.6 14.4 14.2 14.0 15.2 19.0

0 800 1200 1800 2000 2500 3000

Measurement range Target size M [mm]

 15 24 28 34 36 46 57

1 With attachment tube, aperture D = 13 mm, length 24 mm, diameter 19 mm.
2 Target size without LED pilot light.

            38,0         29,0         21,0         10,5        1,7          8,0         15,0 2

            27,0        20,0         13,0        5,5          9,0          11,8         15,0 2

            600         500         400          295          200        100            0

                            19,0         14,0              14,2             14,6           15,0 2

                           1000         780              600                300              0

            46,0            36,0       34,0               28,0          24,0         15,0

            2500            2000      1800            1200          800             0

            300           250          200         150          95          50             0

Target size M [mm]

Measuring distance M [mm]

Target size M [mm]

Measuring distance M [mm]

Target size M [mm]

Measuring distance M [mm]

Target size M [mm]

Measuring distance M [mm]
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PSC-47LT (0 to 1000 °C) with 
LED pilot light 1

PSC-47LT (0 to 1000 °C) 
with LED pilot light 1

PSC-47LT (0 to 1000 °C) 
with LED pilot light

Optics 100 (Focus point = 95/100 mm measurement distance)

Optics 300 (Focus point = 270/295 mm measurement distance)

Optics 800 (Focus point = 750/780 mm measurement distance)

Optics 2000 (Focus point = 2000 mm measurement distance)

Measurement distance a in [mm]

Measurement distance in [mm]

Measurement distance in [mm]

Measurement distance in [mm]

PSC-47LT
Ethernet pyrometers for non-contact temperature measurement

PSC-47LT (– 40 to 1000 °C)
without LED pilot light

PSC-47LT (– 40 to 1000 °C)
without LED pilot light

PSC-47LT (– 40 to 1000 °C)
without LED pilot light

PSC-47LT (– 40 to 1000 °C)
without LED pilot light



Cooling jacket

Electrical, mechanical and optical accessories1 Part number

Connection cable (5 pin) length 5 m 
length 10 m 
length 15 m

Ethernet cable RJ45 (4 pin) length 5 m
length 10 m
length 15 m

�‚�[�H�G
adjustable

stainless steel, purge air 0.1 to 0.5 bar, oil-free

length 100 mm
length 300 mm

Mirror 90°, including air purge 

Cooling jacket

�9�D�F�X�X�P���ƒ�D�Q�J�H KF 16 (without window)
with zinc selenide window

Protection window zinc selenide window with threaded ring

�%�D�O�O���ƒ�D�Q�J�H with sleeve

1 More accessories on request.

PSC-3310A11512
PSC-3310A11513
PSC-3310A11514

PSC-3310A11412
PSC-3310A11413
PSC-3310A11414

PSC-3310A21010
PSC-3310A21011

PSC-3310A21012

PSC-3310A22010

PSC-3310A22030
PSC-3310A22035

PSC-3310A24110

PSC-3310A23010

PSC-3310A34042

PSC-3310A24010
PSC-3310A24010 + PSC-3310A34041

PSC-3310A24020 + PSC-3310A24021

Part number: PSC-3310A23010

Part number: PSC-330A22035

24 VDC Power Supply

24 VDCPower supply 

Accessories 

 

Part number: PSC-3310A22010

Part number: PSC-3310A21010 Part number: PSC-3310A22010 & PSC-3310A23015

12" Long Sight Tube for dusty conditions

PSC-47LT
Ethernet pyrometers for non-contact temperature measurement

Part number: PSC-950-004

Fixed mounting bracket Cooling jacket with sealed end cap

Swivel base mount

Mounting bracket

PSC-950-004

Air purge 

Sight Tube for Air Purge

KPM Analytics
�����;�L�J�O�U�V�S�V�N�`���+�Y�P�]�L��
W�L�Z�[�I�V�Y�V�\�N�O�����4�(������������
�;�L�S�!������������� � ����������

Process Sensors IR
���������:�\�Z�X�\�L�O�H�U�U�H���(�]�L����
�-�Y�H�U�R�S�P�U���3�H�R�L�Z�����5�1���������������<�:�(
�;�L�S�!������������� � ����������
�,���T�H�P�S�!���P�Y�[�L�T�W�'�W�Y�V�J�L�Z�Z�Z�L�U�Z�V�Y�Z���J�V�T
�^�^�^���W�Y�V�J�L�Z�Z�Z�L�U�Z�V�Y�Z�0�9���J�V�T

Air purge - connects to pyrometer

stainless steel with integrated air purge


